Job: ltem#

<l MIDDLEBY

4 I
ELECTRIC STEAM TILTING

KETTLE

OPERATION SHALL BE BY:

Electrically, self-generating closed steam system operating at
50 psi equipped for operation on:

O 208 VAC, 1 phase, 50/60 Hz (12 to 18 kW only)
0 208 VAC, 3 phase, 50/60 Hz
0 VAC, 0 Hz (12 to 18 kW only)
220 VAC, 3 phase, 50/60 Hz

240 VAC, 1 phase, 50/60 Hz (12 to 18 kW only)
240 VAC, 3 phase, 50/60 Hz

380/220 VAC, 3 phase, 4 wire, 50/60 Hz
415/240 VAC, 3 phase, 4 wire, 50/60 Hz
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Kettle shown with optional Spring Assist

Qg-) Cover and Draw-off valve
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Spring Assist
Hinged Cover
V7o) (Optional)

CLOSED 7.88"

|
CLOSED 5.13°
OPENED 6.88"

2" VALVE:
130mm
175mm,

OPENED 10.13"(257mm,

Electrical @

Service Conn.
(2 Locations)
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Unit furnished with 6’ cord and 3 prong plug. Total maximum amps 4.0.
ﬂ — COLD WATER: 3/8” (10 mm) tubing to faucet (optional)
% — HOT WATER: 3/8” (10 mm) tubing to faucet (optional)

H—

SERVICE CONNECTIONS
— ELECTRICAL CONNECTION : Unless otherwise specified, field wire electrical connection to be 120 volts, 60 Hz, 1 phase with grounding wire.
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FLANGED FOOT DETAIL
4 EQUALLY SPACED
#7/16" [11mm] HOLES
ON 3" [76mm] B.C.
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DIMENSIONS
MoDEL CapACITY | UNITS A B C D E F G H J(2") J(3") K(2”) K(3”) L M
KELT-20 20 gallons in 217 18” 38” 36” 15” 18” 147 17.75" | 11.45" | 15.5” 18” 17.57 N/A 63.5”
(76 liters) (mm) | (533) | (457) | (965) | (914) | (381) | (457) | (356) | (450) | (290) | (394) | (457) | (445) (1613)
KELT-25 25 gallons in 217 | 21.25" | 37.25” 36" 15” 18” 95" | 17.75" | 11.45" | 13.13” | 14.38” | 17.13” N/A 64.62"
(95 liters) (mm) | (533) | (540) | (946) | (914) | (381) | (457) | (356) | (450) | (290) | (333) | (365) | (435) (1642)
30 gall i 24 20” 38” 39” 16.5” 19” 12.38” | 19.25” | 16.75" | 17.25” 16” 15.5” 66.5”
FKELT30 | i tere e (998)~~419) N/A
FT-40E 40 gallons in 26" 22.5” 38” 417 17.5” 23" 10" | 20.25” | 17.5” | 185" | 13.5” 13” N/A 68.5”
(152 liters) | (mm) | (660) | (572) | (965) | (1041) | (445) | (584) | (254) | (514) | (445) | (470) | (343) | (330) (1740)
NPT NN A 20 SN RBE NN ADAN N BN AN B AUAINPRAAFIRPANPEA PP P A3 H N5
(227 liters) | (mm) | (749) | (660) | (1067) | (1130) | (486) | (610) | (280) | (565) | (495) | (527) | (356) | (343) | (267) | (1930)
KELT-80 80 gallons in 33" 28" 45” 48" | 20.88” 27 12.63” | 23.75" | 20.25" | 21.25” 15” 14.5” 127 82.5”
(303 liters) | (mm) | (838) | (711) | (1143) | (1219) | (530) | (686) | (321) | (603) | (514) | (540) | (381) | (368) | (305) | (2096)
KELT-100 100 gallons in 35.5” | 29.75” | 48.75" | 49.5" | 22.25” 32" 14.5” | 25.25” | 20.25” | 21.25” | 18.75" | 18.25” 14” 88.5”
K (379liters) | (mm) | (902) | (755) | (1238) | (1257) | (565) | (813) | (368) | (641) | (514) | (540) | (476) | (464) | (356) (2248)/
/ ELECTRICAL CHARACTERISTIC \
AVAILABLE KW AMPS PER LINE
MODEL STANDARD OPTIONAL KW PHASE 208V 220V 240V 380V 415V 480V 600V
KELT-[20,25] 12 N/A 12 1 57.7 54.5 50.0 N/A N/A N/A N/A
3 33.3 31.5 28.9 18.2 16.7 14.4 11.6
A—WVYW&W’YVYN‘A(‘L
(e T Ty s | [me e e w
T KELT80 | 18 W 18 1 86.5 81.8 75.0 N/A N/A N/A N/A
KELT-100 —24 _ 33 ) ~—~20 0~ 472 43.3 27.3 25.0 21.7 21.7
¢ 24 3 66.6 } 63.0 57.7 36.5 33.4 28.9 231
\_ B S N ot e 1 2w HE 1) 79.4 50.1 45.9 39.7 318 | )
SPECIFICATIONS
MoDEL | SHIPPING WEIGHT | MINIMUM CLEARANCE CAPACITY MODEL | SHIPPING WEIGHT | MINIMUM CLEARANCE CAPACITY
KELT-20 | 296 Ibs. [134 kg] 20 Gallon | 76 Liter KELT-60 | 417 Ibs. [189 kg] SIDES , 60 Gallon | 227 Liter
KELT-25 | 300 Ibs. [136 kg SIDES | 0" [0 mm] | 25 Gallon | 94 Liter KELT-80 | 520 Ibs. [236 kg] BACK g Eg mm} 80 Gallon | 303 Liter
KELT-30 | 313 Ibs. [142 kg BACK | 0"[0 mm] | 30 Gallon | 114 Liter KELT-100| 630 Ibs. [286 kg] 100 Gallon| 379 Liter
FT-40E 352 Ibs. [160 kg 40 Gallon | 152 Liter
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